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Numerical study of the inuence of the specimen geometry on
split Hopkinson bar tensile test results
Abstract
Finite element simulations of high strain rate tensile experi-
ments on sheet materials using dierent specimen geometries
are presented. The simulations complement an experimen-
tal study, using a split Hopkinson tensile bar set-up, coupled
with a full-eld deformation measurement device. The sim-
ulations give detailed information on the stress state. Due
to the small size of the specimens and the way they are con-
nected to the test device, non-axial stresses develop during
loading. These stress components are commonly neglected,
but, as will be shown, have a distinct inuence on the speci-
men behaviour and the stress-strain curve extracted from the
experiment. The validity of the basic assumptions of Hopkin-
son experiments is investigated: the uniaxiality of the stress
state, the homogeneity of the strain and the negligibleness
of the deformation of the transition zones. The inuence of
deviations from these assumptions on the material behaviour
extracted from a Hopkinson experiment is discussed.
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1 INTRODUCTION
The use of split Hopkinson bar set-ups to study the impact-dynamic mechanical properties of
materials has increased considerably in recent years [5]. Although split Hopkinson bar facilities
exist for high strain rate bending, shearing and torsion, the technique is most often used for
tensile and compression testing. For compression tests cylindrical specimen are subjected to
the high strain rate loading. For split Hopkinson tensile bar (SHTB) experiments dogbone-
shaped specimens, consisting of a central zone with a constant cross-section and two transition
zones in which the cross-section gradually increases, are used. In literature widely divergent
dimensions for the length and width of the central zone, and the specic shape and dimensions
of the transition zones can be found.
It is generally assumed that a Hopkinson experiment yields the material behaviour. How-
ever, the experimental study presented in [4] clearly demonstrates that the geometry has a
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non-negligible inuence on the stress-strain curves extracted from the experiments. The clas-
sical measurement and processing technique is based on assumptions related to the specimen
deformation: 1) the transition zones do not contribute to the total specimen deformation, all
deformation is concentrated in the central zone, and 2) stresses and strains are homogeneous
in the central zone. For the material considered in [4] it is proved that these assumptions are
not only far from being fullled, but give in addition rise to erroneous deformation values.
High-quality experiments are fundamental for material research. However, experimental
studies have some inherent shortcomings which often impede an in-depth understanding of the
observed phenomena. The experimentally established material behaviour is the result of a com-
plex interaction of numerous parameters. To estimate the inuence of each single parameter
an elaborate series of experiments is required. Additional diculties will arise because some
tendencies are masked by unavoidable scatter on the experimental results and/or measurement
inaccuracies, and the limited possibilities of the measurement techniques currently available.
These shortcomings can be overcome by numerical simulations. Indeed, by means of simula-
tions, the inuence of the material behaviour and of parameters related to the experimental
setup, such as the specimen geometry, the bar-specimen connection and the Hopkinson bars
(diameter and material), on the stress-strain distribution in the specimen can be isolated and
thoroughly studied without having to go through a series of time-consuming experiments.
In this paper results are presented of nite element simulations of SHTB experiments on a
steel sheet. The emphasis is laid on the inuence of the geometry on the specimen behaviour
during an experiment. Seven dogbone-shaped geometries are considered. The considered steel
specimen has mechanical properties corresponding with a TRansformation Induced Plasticity
(TRIP) steel. Second order geometrical inuences resulting from the strain rate and adiabatic
specimen heating are neglected.
As will be shown, as a result of the connection of the specimen with the bars and the
bone-shaped geometry of the specimen, non-axial stresses develop during loading. These non-
axial stress components have a non-negligible inuence on the specimen behaviour and thus the
stress-strain curve extracted from the experiment; the onset of yielding, the stress corresponding
to a certain level of deformation, the homogeneity of the stress and deformation are all aected
by the specimen geometry.
The authors should emphasize the fact that the deviations between the material behaviour
and extracted behaviour established in this contribution are not due to erroneous and/or inaccu-
rate signal processing. Indeed, only the inuence of the specimen geometry on the stress-strain
curve extracted from the experiments is discussed; errors induced by the shifting of the waves
towards the specimen interfaces (wrong time, neglecting Pochhammer-Cree oscillation [3]) are
excluded.
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2 SPLIT HOPKINSON TENSILE BAR EXPERIMENT
2.1 Assumptions
During a SHTB experiment a material sample is xed between two Hopkinson bars: an input
bar and an output bar. The specimen is subjected to a high strain rate tensile load through the
interaction of a tensile wave, generated at the free end of the input bar, with the specimen. The
incident wave is partly reected and partly transmitted by the specimen. The strain histories
i(t), r(t) and t(t) corresponding to respectively the incident, reected and transmitted wave
are measured at well chosen points on the Hopkinson bars. After shifting the waves towards
the specimen/bar interfaces, the stress, the strain and the strain rate in the specimen can be
calculated using the following expressions [1]:
(t) = AbEb
As
"t(t)
"(t) = Uob −Uib
Ls
= −2Cb
Ls
∫ t
0
"r()d (1)
_"(t) = Vob − Vib
Ls
= −2Cb
Ls
"r(t)
with Eb the modulus of elasticity of the Hopkinson bars, As and Ab the cross section area
of the specimen and of the Hopkinson bars respectively, Cb the velocity of propagation of
longitudinal waves in the Hopkinson bars and Ls the gage length of the specimen. Uib and Uob
are the displacements of the interface between the specimen and, respectively, the input bar
and the output bar; Vib and Vob are the corresponding velocities.
Equations (1) are based on the assumption that in the specimen a quasi-static equilibrium
is established. Inertial forces acting on the specimen are omitted; the tensile forces at the inter-
faces of the specimen with the input bar and output bar, and consequently in each transverse
section of the specimen, are equal. In the zone of the specimen where a constant cross-section
exists stresses, as well as strains and strain rates, are considered to be homogeneous. More-
over, stresses are assumed to be uniaxial in this zone. Finally, the deformation of the transition
zones, where the section of the specimen is changing, is neglected.
2.2 Specimen geometry
A schematic representation of the specimen geometry is given in Fig. 1. It consists of a
central zone with a constant width and a certain length, and, on both ends of the central zone,
transition zones where the width gradually increases following a circular curve. The zones of
the specimen shaded in Fig. 1 are needed to glue the specimen in slits at the ends of the
Hopkinson bars.
As discussed in [4], the dimensions of the reference geometry are established based on
geometries described in literature: the length of the central zone is 5 mm, the width of this
zone is 4 mm, and the radius of the transition zones is 2 mm. Starting from that reference
geometry, six additional geometries are determined by varying the radius of the transition
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Figure 1 Schematic representation of the specimen geometry.
zones, the length and the width of the central zones. Each time only one parameter is changed
while the other two remain constant (see table 1). Accordingly, the inuence of the radius of
the transition zones (geometry 3 and 4), the length (geometry 5 and 6) and the width of the
cross-section (geometry 2 and 7) can be studied.
Table 1 Dimensions of the geometries considered in this study. Geometry 1 is the reference geometry; dimen-
sions deviating from the reference geometry are in bold.
Geometry Length (mm) Width (mm) Length/Width Radius
1 5 4 1.25 2
2 5 6 0.83 2
3 5 4 1.25 1
4 5 4 1.25 4
5 10 4 2.5 2
6 3.33 4 0.83 2
7 5 2 2.5 2
3 FINITE ELEMENT MODEL
The numerical simulations were performed using the nite element program ABAQUS (from
ABAQUS, Inc.). The nite element model was created with ABAQUS/CAE. Since we wanted
to study the precise dynamical phenomena in the specimen, we used the ABAQUS/Explicit
code for the calculations.
To correctly take into account inertia and wave propagation phenomena, the interaction of
a real wave with the specimen is modelled. The model comprises the test specimen and parts
of both Hopkinson bars long enough to have no interference of reected stress waves with the
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specimen during the time period of interest. Bars of 2 m length were sucient. Because of
the symmetry only one quarter of the cross-section was modelled, and symmetry conditions
imposed.
The dierent specimen geometries (see section 2) and the Hopkinson bars were created as
separate parts in Abaqus/CAE, and subsequently assembled. A test specimen was connected
to the Hopkinson bars by a tied interface on the side surfaces only. The butt of the specimen
was not tied to the Hopkinson bar, as it is unlikely that the glue can transmit the high stresses
that would result. Loading on the model is applied as a stress wave on the end of the input
Hopkinson bar. The stress wave used was derived from strain gauge readings on the input bar
of the incident wave during a real test. For the specimens a classical metal, elasto-plasticity
model with isotropic hardening was used. Tabulated data were entered, corresponding to the
stress-strain relationship in Fig. 2, which was established during a static tensile experiment on
an Al-TRIP steel [2].
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Figure 2 Experimentally established stress-strain curve of an Al-TRIP steel implemented in the nite element
program.
A nite element mesh was generated with 4 elements through the (half) thickness of the
specimen, see Fig. 3. The mesh is ner in the smaller section of the specimen, where elements
are approximately cubes. The Hopkinson bars were meshed quite coarser, since they are not
of interest for our study and only serve to transmit the loading on the specimen. The element
type used is C3D8R, an eight node linear brick type element using reduced integration with
hourglass control. This is the obvious choice for modelling 3D solids under highly dynamic
conditions. The element mesh for the specimen in the gure comprises 14060 nodes and 10528
elements. Each of the Hopkinson bars accounted for approximately 34005 nodes and 25957
elements. Total runtime including data check and full analysis was about 6 hours.
4 RESULTS
In this section the development of stresses and strains in the Hopkinson specimens during
loading is briey discussed with emphasis on those issues important for the material behaviour
extracted from a Hopkinson experiment (see section 5).
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Figure 3 Finite element model of the specimen.
Phase of elastic deformation
From the onset of loading, stresses and strains in the specimen are reversible until at a certain
moment plastic deformation starts. For all geometries, the elastic limit is initially exceeded at
the outside borders of the transition zones, close to the central zone. During elastic deformation,
the highest value of the axial stress is reached at the outside border near the transition between
the central zone and the curved section. Non-axial stresses are caused by 1) the bending of the
forcelines due to the changing cross-section of the specimen in the transition zones and by 2)
the limitation of the Poisson deformation perpendicular to the loading direction by surrounding
material and Hopkinson bars. The rst cause is dominant; the highest non-axial stresses are
reached at the shoulders of the specimen. At the moment that plastic deformation starts at
the shoulders, a drop in non-axial stress can be noticed around the centre of the specimen.
Phase of early plastic deformation
Very soon after the onset of plastic deformation at the border of the transition zones, yielding
also starts in the centre of the specimen. Geometry 5 is an exception: here yielding in the
central zone starts in two points at a certain distance from (but symmetrical around) the
centre of the specimen. Very soon afterwards, the zones join to constitute one zone around
the centre of the specimen. For all geometries, the large dierences in deformation magnitudes
between the elastically and plastically deforming material give rise to additional stresses near
the borders of the plastically deformed regions. Since several plastically deformed zones exist,
during this phase complex stress and strain states are obtained. Both the plastically deformed
zones in the transition zones and the one in the central zone propagate and nally merge to
constitute single zone of plastic deformation.
Phase of stable plastic deformation
During stable yielding the plastic deformation spreads in the transition zones towards the
specimen/bar interfaces. During this phase a more conventional stress and strain distribution
is obtained in the specimen. In a zone around the middle of the specimen fairly homogeneous
axial stresses and strains exist. For most geometries, non-negligible non-axial stresses exist in
the specimen, even in the central zone. The non-axial stresses in the centre of the specimen are
mainly determined by the length to width ratio: the smaller this ratio, the higher the non-axial
stresses. In second order also the radius of the transition zones intervenes: if geometry 1, 3
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and 4 are compared, it is clear that the higher the radius, the smaller the non-axial stresses.
Non-axial stresses increase from the centre towards the transition zones. The more to the end
of the central zone, the more the inuence of the radius and the width of the specimen as such
becomes clear.
Phase of strain localisation
In this nal stage deformation will localise in a zone around the middle of the specimen. Since,
softening of the material is not included in the material model implemented in the FE-code,
only the start of this nal stage is correctly predicted by the simulations.
During all phases, considerable non-axial tensile stresses exist in the transition zones. These
stresses reduce the axial deformation of the transitions zones and consequently have a favourable
eect on the deformation extracted from a Hopkinson experiment. The presence and evolu-
tion of non-axial stresses in the central zone on the contrary has an adverse inuence on the
homogeneity of the axial stress and strain in the central zone.
5 ANALYSIS
5.1 Stress history in the specimen
The stress-strain curve calculated from the signals recorded during a Hopkinson experiment is
assumed to represent the uniaxial material behaviour. However, two fundamental objections
raise from the discussion in section 4:
• non-axial stresses exist in the specimen, even in central zone; the specimen behaviour
will consequently deviate from the uniaxial behaviour,
• stresses and strains in the central zone are inuenced by the transition zones and even
by the material and diameter of the Hopkinson bars; a structural response and not a
material response is thus obtained.
To estimate the inuence of these objections on the stress-strain relation extracted from
a Hopkinson experiment, the material law implemented in the FE-code, which represents the
uniaxial material behaviour, is compared with the actual axial stress-strain relation established
in the centre of the specimen in Fig. 4. Clear deviations between the material law and the
curves for the dierent geometries are obvious during all phases of the deformation.
It is interesting to note that the slope of the stress-strain curve in the centre during elastic
deformation varies from 206.9GPa for geometry 5 to 211.0GPa for geometry 2, while the im-
plemented modulus of elasticity is 208GPa. Due to the (small) non-axial compressive stresses
in geometry 5, the material apparently behaves less sti than materials where non-axial tensile
stresses exist.
Another interesting observation is that the slope of the stress-strain curve in Fig. 4 decreases
before the actual onset of yielding in the centre. Indeed, as mentioned in section 4, at the
moment that yielding starts at the transition zones a drop in the non-axial stress in the centre
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Figure 4 (a) Stress-strain curve in the centre of the specimen for the seven geometries, and the material law
used for the simulations. (b) Detail of the stress-strain curve in the centre of the specimen.
occurs, and as a result the slope of the stress-strain curve decreases. When the stress-strain
curve of geometry 2 is observed in Fig. 4b, a rst change in slope can be observed at a stress
level of 425MPa, however actual yielding in the centre only starts at a stress level of 439MPa.
Consequently, the decrease in the slope of the stress strain curve does not necessarily indicate
the onset of yielding, and can consequently not be used for that purpose.
After the onset of yielding, a plateau appears in the implemented stress-strain curve: an
increase of the stress from 420 to 433.4MPa gives rise to a strain increase of more than 1.4%.
During the early stage of yielding the simulated stress-strain curves also exhibit a part with
lower slope (Fig. 4b), however, it is clear that the corresponding stress levels and deformations
are strongly geometry dependent:
• For all geometries higher plateau stress values are reached, in geometry 6 for example, the
rst plastic strain appears at an axial stress of 440MPa; this is, compared with the value
of the material law (420MPa), an overestimation of 4.8%. The value of the non-axial
stress at the end of the elastic deformation accounts for the deviation: the higher the
non-axial stress, the higher the initial yield stress.
• The deformation corresponding with the end of the plateau also varies. The largest
value is again found for geometry 6, followed by geometry 2. The dierence between
the geometries are due to the structural behaviour of the specimens: the growth of the
plastically deformed zone gives rise to a geometry dependent decrease in non-axial stress
level, through which the deformation in the centre increases without signicant increase
of the axial stress level.
Since axial deformations are limited by non-axial tensile stresses, and facilitated by com-
pressive stresses, during stable yielding non-axial stresses are again decisive. Compared to the
other geometries, the axial deformation of geometries 1, 3 and 4 grows faster during the begin-
ning of stable yielding when non-axial stresses are negative. However, soon after the non-axial
stresses become positive, the stress at a certain strain level exceeds the implemented stress.
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Geometries where considerable non-axial tensile stresses exist, such as geometry 2 and 6, in-
tersect and exceed the implemented stress-strain curve soon after the onset of stable yielding.
Since high non-axial tensile stresses develop in all geometries around strain localisation, all
curves, except 5, end above the implemented material behaviour. In order of increasing tensile
stress the geometries can be ordered as follows: geometry 5, geometry 7, geometry 4, close to
geometry 1, close to 3 and nally geometry 2 and then geometry 6.
5.2 Homogeneity of stress and strain
Generally, it is assumed that in the central zone of the specimen homogeneous stresses and
strains are obtained. However, from the simulations it is clear that both the axial stress and
the axial strain are far from constant. The stress homogeneity is less critical than the strain
homogeneity. The degree of non-homogeneity can be due to:
1. the fact that no state of quasi-static equilibrium is established in the specimen. Indeed,
after the incident wave reaches the specimen, quasi-static equilibrium is reached after
a certain time, related to the time needed for a wave to travel back and forth in the
specimen, and thus to the wave propagation velocity in the specimen and the length of
the specimen,
2. the existence and distribution of non-homogeneous non-axial stresses in the central zone
of the specimen.
For the geometries and material considered here, the rst eect is negligible. To quantify
the homogeneity along the length of the specimen, the notion 90%-zone is introduced; it gives
the length of the zone along the axis of the specimen where the strain is higher than 90% of the
strain in the centre of the specimen. In Fig. 5 the evolutions of the 90%-zones as a function of
the axial strain in the centre of the specimen are given for the seven geometries. As could be
expected, the highest values of the 90%-zone are reached during elastic deformation. At the
onset of plastic deformation in the centre of the specimen a sharp fall can be noticed. When the
plastic deformation spreads, the 90%-zone rises again; a maximum is reached at the moment
that the plastic deformation spreading from the middle of the specimen meets the plastic zones
around the shoulders of the specimen. During the stage of stable plastic deformation, the
90%-zone gradually decreases. The oscillations that can be observed in the curve of geometry
5 are due to plastic waves travelling back and forth in the specimen.
When the values of the 90%-zones of geometries 1, 2, 3, 4 and 7 are compared, it is clear
that, although their gage lengths are equal, more or less considerable dierences exist between
their 90%-zones. Equally, dierences between the 90%-zones of geometries 1, 5 and 6 do
not exactly correspond to the dierences between their respective gage lengths. The value
and distribution of the non-axial stresses in the central zone of the specimen account for the
inferior correspondence between the gage length and the 90%-zone. Indeed, non-axial stresses
have an adverse eect on the strain homogeneity. Since the specimen's length to width ratio
mainly determines the non-axial stresses in the central zone, this ratio is also crucial for the
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Figure 5 90%-zone as a function of the strain in the centre of the specimen for all geometries
homogeneity. At 10% axial strain in the centre of the specimen, the high length to width ratio
geometries 5 and 7 have a 90%-zone equal to 86.8 and 92.5% of their respective gage lengths.
Whereas for the medium length to width ratio geometries these percentages vary from 63.2 for
geometry 3 over 68.4 for geometry 1 to 78.7 for geometry 4, thus indicating that the sharper
the transition zones, the lower the 90%-curve. For the low length to width geometries 2 and
6 the 90%-zones are merely 48.2% and 52.2% of the gage length respectively. During plastic
deformation of the specimen, the 90%-zone of geometry 6 varies from 2.02 to less than 1.4mm
at strain localisation. The highest stresses and strains are conned to a small region across the
centre of the specimen.
5.3 Classical strain calculation
The strain obtained by equation (1), referred to as classical strain, is assumed to represent the
mean strain in the central zone of the specimen. In this section the ability of the classical strain
to yield information on the actual deformation behaviour of the specimen will be discussed.
Since it is the explicit intention to study the inuence of the specimen geometry on the accuracy
of the strain measurement, all factors that can induce non-geometry related errors are excluded.
To avoid inuences of erroneous and/or inaccurate signal processing such as incorrect time
shifting of the waves or the neglect of Pochhammer-Cree oscillations in the shifting process,
the classical strain is calculated by dividing the relative displacement of the bar/specimen
interfaces by the length of the central zone and is thus in agreement with the rst part of
equation (1) for the strain. Important to note is that in this section engineering values are
used, because it enables a more straightforward comparison between the classical (engineering)
and simulated strains.
As discussed in section 5.2, the strain at a certain moment in the central zone is not constant,
consequently the strain in the central zone does not exist. However, in a limited zone around
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the centre of the specimen, more or less homogeneous stress and strain elds are established.
In this zone the uniaxial, homogeneous stress state aimed at in a SHTB experiment is the
most closely approximated; plastic deformation, strain localisation and nal fracture will here
occur. Both the extent of this zone and the degree of stress uniaxiality are strongly geometry
dependent.
The stress, strain and strain rate arising in this zone provide information on the material
behaviour of the specimen and are therefore of major importance. Consequently, the values
of the stress and strain in or around the centre of the specimen are paramount over the mean
stress and strain in the central zone. Accordingly, in this section the correspondence of the
classical strain with the strain in the centre of the specimen, more than the correspondence
with the mean strain in the central zone is used as criterion to assess the value and accuracy
of the classical strain measurement.
By using equation (1) to calculate the classical strain, the assumed negligible deformation
of the transition zones is added to the deformation of the central zone. From the experiments
[4] as well as from the simulations, it is clear that, unlike what is commonly assumed, the
deformation of the transition zones accounts for an important part of the total deformation. In
Fig. 6 the relative contribution of the transition zones to the total deformation is represented
for all geometries. The highest values are reached during elastic deformation. In descending
order the geometries can be ordered as follows: geometry 4, 6, 2, 1, 7, 3 and nally 5. Values
ranging from 55.3% for geometry 4 to 23.9% for geometry 5 are reached.
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Figure 6 Relative contribution of the deformation of the transition zones to the total specimen deformation as
a function of the strain in the centre of the specimen for all geometries
As soon as plastic deformation starts in the centre of the specimen, the relative contribution
of the transition zones drops. When also the transition zones plastically deform, the relative
contribution again increases to reach a maximum, approximately, and geometry dependent, at
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a strain level of 10% in the centre of the specimen. Then, until rupture of the specimen, the
relative importance of the deformation of the transformation zones steadily decreases. Ordered
according to the contribution of the transition zones, during plastic deformation only geometry
3 and 5 switch places compared to the elastic phase. The transition zones of geometry 4 take
up to 34.1% of the total deformation, only up to 12.4% for geometry 3.
In Figs. 7a and 7b the evolution of the strain along the axis of respectively geometry 3 and
6 are represented at the moment that approximately 10% strain is reached in the centre. In
these gures the classically assumed strain evolution, zero in the transition zones and constant
in the central zone, is also given. By neglecting the deformation of the transition zones, the
classical strain overestimates the mean strain in the central zone. However, when the strain
in the centre of the specimen is considered, the deformation of the transition zones partially
compensate for the lower deformation near the shoulders of the specimen.
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Figure 7 Simulated and classically assumed evolution of the strain along the axis of (a) geometry 3 and (b)
geometry 6.
In table 2 the relative overestimation of the classical strain compared with the mean strain
in the central zone and with the strain in the centre of the specimen is given for all geometries.
The values, calculated at the moment that 10% strain is reached in the centre of the specimen,
are in agreement with the trends revealed by the experiments [4]. For all geometries, except
geometry 3, the classical strain overestimates the strain in the centre of the specimen; an
overestimation of up to 43.9% is reached for geometry 4. The best agreement is obtained for
geometry 3: here the classical strain is merely 4.2% lower than the actual strain in the centre.
Evidently, the values of table 2 also hold for the strain rate.
6 CONCLUSIONS AND RECOMMENDATIONS
Results of numerical simulations are presented of SHTB experiments considering seven dierent
specimen geometries. The simulations provide information complementary to the experiments
and allow an in-depth understanding of the established specimen behaviour.
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Table 2 Relative overestimation of the strain in the centre of the specimen and the mean strain in the central
zone by the classical strain. These values are calculated at the moment that 10% strain is reached in
the centre of the specimen.
Geometry
Classical strain/strain
centre at 10% axial
strain
(%)
Classical strain/mean strain
central zone at 10% axial strain
(%)
1 20.8 28.2
2 13.9 32.1
3 -4.2 16.9
4 43.9 54.1
5 12.2 17.2
6 34.4 49.4
7 24.9 28.2
It is shown that a Hopkinson experiment does not yield the specimen material response, but
the combined response of the specimen (with its specic geometry), the specimen material and
the experimental conguration. Commonly neglected non-axial stresses have a major inuence
on both the specimen response and the accuracy of the classical method used to extract strain
and strain rate from the waves recorded during an experiment. These non-axial stresses are
dependent on both the geometry and, diameter and material of the Hopkinson bars.
Concerning the assumptions related to the deformation behaviour of the specimen, the
simulations conrm the experimental observation that the contribution of the deformation of
the transition zones to the total deformation of the specimen is not negligible. Classically, the
deformation of the transition zones is added to the deformation of the central zone, resulting
in an overestimation of the strain in the central zone. Moreover, further evidence is given
that neither the strains, nor the stresses are homogeneous in the central zone of the specimen.
Consequently, the history of the stress and the strain of the specimen material is a ctitious
notion. Only, in a limited zone around the centre of the specimen, stress and strain can be
considered to be homogeneous. The extent of this zone is strongly dependent on geometrical
parameters: primarily on the length/width ratio of the central zone, and after that on the
radius of the transition zones.
Additional clues are given that a Hopkinson experiment, as generally accepted, cannot pro-
vide accurate information on the material behaviour during the early stage of loading. Indeed,
1) the high contribution of the deformation of the transition zones during elastic deformation
leads to highly overestimated strain values, 2) structural eects give rise to a delay between
the established and actual onset of yielding, 3) the onset of yielding gives rise to the high
non-axial stresses in geometries with a low length to width ratio resulting in yield stress levels
signicantly higher than the actual uniaxial yield stress, and 4) the established deformation
values at the early stage of plastic deformation are again determined by both the material and
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geometry of the specimen. For all geometries quasi-static equilibrium was established in the
early stage of loading.
The choice of the most appropriate specimen geometry is closely related to requirements
rising from both fundamental and practical considerations. Since it is the explicit purpose of
a Hopkinson experiment to obtain the material response to a uniaxial tensile loading, stresses
and strains have to be uniaxial and homogeneous in a suciently large zone of the specimen.
The major advantage of a Hopkinson experiment is the straightforward calculation of the
history of the stress, strain and strain rate in the specimen. Stress and strain are calculated,
independently from each other, from measurements on the Hopkinson bars. No complicated and
time-consuming measurements on the specimen itself are needed, and no previous assumptions
have to be made on behalf of the specimen behaviour. Evidently, it is of utmost importance
that the obtained stress and strain histories are an accurate representation of the real stress
and strain in a zone around the centre of the specimen where the desired homogeneous, uniaxial
stress and strain eld is obtained. In view of these requirements, for the material considered
here, geometry 3 is the most appropriate specimen geometry: 1) near the centre of the specimen
a zone, suciently large in view of the microstructural dimensions of metals, exists where the
desired stress and strain state is obtained, 2) the deformation of the transition zones is such that
it actually allows for the lower deformation near the ends of the central zone, consequently, the
classical strain is an excellent and conservative approximation of the strain in a zone around
the centre of the specimen and 3) also, the extracted stress history is close to the uniaxial
stress level. However, it should be emphasized that the validity of the conclusions is limited to
materials having a behaviour resembling the material considered here.
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The editor regrets that Figure 3 from the above paper was printed wrong and it should be
substituted by the one below.
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Figure 3 Fiber and axis relationship.
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